
IL-TG-RGBX

APPLICATION
• Decorative lighting for festivals, events, shows, exhibitions
• Architectural lighting for canopy, corridor, window, archway,
• Backlight or edge light for signage
• Path or contour marking
• Channel letter lighting

SPECIFICATIONS
Dimensions: 500*12*0.22mm  

LED Qty:  60 LED per meter

Voltage:  DC12V, DC24

Power Consumption:  19.2W/m

Waterproof Grade: IP20-IP67

Four Chips in One LED

Thinglow Series
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SUPER HIGH ULTRA BRIGHT THINGLOW

PROJECT

TYPE

DATE

QTY

IL-TG-RGBX
5M Thinglow Reel

DESCRIPTION:
• Input voltage: DC 12V, DC24V
• Super bright top SMD 5050 LED as lighting sources
• Different colors are available
• Every 3-LED are cuttable for 12V strips, 6 LEDs are  
    cuttable for DC24V
• White, Black, Yellow PCB Board are available
• 3M adhesive tape included on backside

IL-F5050A30-CP4-12/24

IL-F5050A30-CN4-12/24

IL-F5050A30-CW4-12/24

IL-F5050A30-CY4-12/24

IL-F5050C30-CP4-12/24

IL-F5050C30-CN4-12/24

IL-F5050C30-CW4-12/24

IL-F5050C30-CY4-12/24


